
TURBINE PAN-TYPE MIXERS THZ Glass Batch Preparation
RINGTROG-MISCHER THZ Einsatzbereich Glas
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TEKA turbine pan-type mixers THZ
are pan mixers for batching 
operations, and are available in 
sizes from 250 to 6000 liter Þlling 
capacities.

The mixing pan ßoor and the 
outer walls are protected by 
exchangeable wear liners made of
A.R. steel plate.
For special applications, liners made
of chrome-nickel alloyed or 
rust-free steelare also available.

The spring-loaded mixing arms are
mounted in the rotor head, and are
adjustable to compensate for wear.
This, plus their various angles-of-
attack enhance the mix-effect,
reduce wear, and protect the 
drive from shock.

Depending on the application,
mixing paddles, wall scrapers, and
mixing arm wear guards made of 
various abrasion-resistant materials
are available.
These include cast-iron W4, with
complete tungsten-carbide surface,
polyurethane-elastomere (PU) and
nickel-free special casting.

The turbine pan-type mixers 
THZ 250 employs permanently 
lubricated, ßanged gear motors for
drive and discharge functions.

The centrally located planetary 
gearbox is driven by a 3-phase TEFC
motor, which is ßange-mounted 
directly to the gearbox, in the case of
turbine pan-type mixers 
THZ 375 to THZ 1125 mixers,
and connected by a double 
universal-joint driveshaft on turbine 
pan-type mixers THZ 1500 to 
THZ 6000 models.
A hydraulic turbo-coupling for soft
starts under load is available also.

Flanged to the gearbox, and driven
by it, is a hydraulic gear pump which
constantly cycles the oil, and 
supplies the pressure to operate the
discharge gate(s).

TEKA Ringtrog-Mischer THZ,
Einsatzbereich Glas, gibt es fŸr
Chargenbetrieb in den Baugrš§en
von 250 bis 6000 Liter FŸllmenge.

Der Mischtrogboden und die 
Misch-trogwŠnde sind mit 
austauschbaren Verschlei§-
auskleidungen geschŸtzt.
Je nach Einsatzfall, aus erprobten
Werkstoffen wie Sonderstahlblech,
Chromnickel-legiertem oder 
rostfreiem Sonderstahl.

Die Mischarme sind hšhen-
verstellbar und federnd im 
RotorgehŠuse, auf Wunsch in 
austauschbaren Buchsen 
(THZ 250 - THZ 1125),
ab THZ 1500 serienmŠ§ig), gelagert.
Eine Zentralschmierung der Buchsen
gibt es als SonderausfŸhrung.

Mischschaufeln, Schlei§-
manschetten, zum Schutz der 
Mischarme und Wandabstreifer,
stehen aus unterschiedlichen 
Werkstoffen zur Auswahl:
Hartgu§ W4, mit komplettem 
Hartmetallbelag, Polyurethan-
Elastomere PU, nickelfreier 
Sonderstahl.

Der Ringtrog-Mischer THZ 250 
hat als Mischerantrieb und zur 
BetŠtigung der Entleerung 
je einen wartungsfreien 
Getriebe-Flanschmotor.

Die Ringtrog-Mischer THZ 375 bis 
THZ 1125 werden von einem 
zentrisch angeordnetem Planeten-
getriebe mit angeßanschtem Motor 
angetrieben.

Die Ringtrog-Mischer THZ 1500 bis 
THZ 6000 werden ebenfalls von 
einem zentrisch angeordnetem 
Planetengetriebe, jedoch Ÿber 
Kardangelenkwelle mit Fu§motor,
auf Wunsch, zum weichen Anfahren
unter Vollast, mit zwischengeschal-
teter Turbo-Kupplung angetrieben.

Die am Getriebe angeßanschte 
…lpumpe sorgt fŸr die …lumwŠlzung
und fŸr die BetŠtigung der 
Entleerung.
Durch den gemeinsamen …lhaushalt 
ist nur geringer Wartungsaufwand
fŸr Getriebe und Entleerung 
erforderlich.


